
Category 7 S/FtP Cable 

FeatureS
• Qualified against IEC 61156-5 Category 7 and EN 50288-4-1

• Individually foiled pairs plus overall copper braid

• AWG 23 solid conductor 

• Fire retardant LSZH sheath

Color: white

OrderinG inFOrMatiOn

description Part number

AWG 23; Type: Simplex; OD: 7.3 mm; Packaging: 1000 m/Reel 57893-1

AWG 23; Type: Duplex; OD: 7.6 x 16.0 mm; Packaging: 500 m/Reel 1711005-1

Category 7 F/FtP Cable 

FeatureS
• Qualified against IEC 61156-5 Category 7 and EN 50288-4-1

• Individually foiled pairs plus overall foil shield and drain wire

• AWG 23 solid conductor

• LSZH sheath 

Color: white

OrderinG inFOrMatiOn

description Part number

AWG 23; Type: Simplex; OD: 7.4 mm; Packaging: 500 m/Reel 1711163-1 

AWG 23; Type: Duplex; OD: 7.2 x 15.0 mm; Packaging: 500 m/Reel 1711195-1

Category 7 S/FtP Outdoor Cable

FeatureS
• Qualified against IEC 61156-5 Category 7 and EN 50288-4-1  

and tested up to 600MHz

• Suitable for 10GBase-T applications

• Can be used for direct burial and cable duct installation

• Individually foiled pairs plus overall copper braid

• Double jacketed:

• Inner jacket material: LSZH

• Outer jacket material: PE black, UV resistant

• Moisture barrier (plastic coated aluminum tape) in between jackets

• AWG 23 solid conductor

Color: black

OrderinG inFOrMatiOn

description Part number

AWG 23; Type: Simplex; OD 11.7 mm; Packaging: 1000 m/Reel 2153161-1
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Modular twisted Pair
Category 6a - Cable
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