
NEW CONDENSATE  DRAIN PAN

GUARANTEED UP TO - 40°C

THERMAL SENSOR 
INCORPORATED IN THE 
HEATING CABLE CALIBRATED 
AT+ 3 °C

POSSIBILITY OF INSERTING A 
SILICONE HEATING CABLE
ANTI FREEZING WITH THERMAL 
CYCLE CALIBRATED AT + 3 °C

RACK TO POSITION TELESCOPIC 
BRACKETS

CLIPS TO FASTEN THE 
TELESCOPIC BRACKET TO THE 
DRAIN PAN

SLOPED FUNNEL FOR 
CONDENSATE WATER DRAINAGE

HOLE FOR FITTING CONDENSATE 
COLLECTION PIPETTES FOR  Ø 
16/20 mm TUBE

TELESCOPIC BRACKETS 
TO ANCHOR THE EXTERNAL UNIT

CABLE ENTRY FOR ANTI-FREE-
ZING SILICONE CABLE HOLDER
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MADE IN ITALY



BLUE RIVER CONDENSATE DRAIN PAN WITH HEATING 
CABLE

BLUE RIVER CONDENSATE DRAIN PAN

CODE DESCRIPTION DIMENSIONS
11100100F “BLUE RIVER” CONDENSATE DRAIN PAN 850 x 400 mm

11100101F “BLUE RIVER” CONDENSATE DRAIN PAN 1050 x 400 mm

CODE DESCRIPTION DIMENSIONS CABLE LENGTH
11100100F3 3 mt “BLUE RIVER” CONDENSATE DRAIN PAN WITH HEATING CABLE 850 x 400 mm 3 mt RECESSED

11100100F6 6 mt “BLUE RIVER” CONDENSATE DRAIN PAN WITH HEATING CABLE 850 x 400 mm 3 mt RECESSED + 3 mt FREE

11100101F3 3 mt “BLUE RIVER” CONDENSATE DRAIN PAN WITH HEATING CABLE 1050 x 400 mm 3 mt RECESSED

11100101F6 6 mt “BLUE RIVER” CONDENSATE DRAIN PAN WITH HEATING CABLE 1050 x 400 mm 3 mt RECESSED + 3 mt FREE

TECHNICAL FEATURES

TECHNICAL FEATURES

• MADE IN ABS PLASTIC + IVORY 
COLOUR PMMA

• ADJUSTABLE FASTENING BRACKETS
• CONNECTION FOR CONDENSATE 

DRAIN PIPE Ø 20 mm
• COMPLETE WITH 3 m of Ø 20 mm 

INSULATED CONDENSATE DRAIN PIPE
• HEATING CABLE POWER: 15 W/m
• OPERATIONAL VOLTAGE: 230 Vdc 
• HEATING CABLE DIAMETER: 7 mm
• TOLERANCE ON RESISTANCE: - 5% / 

+ 10%
• MAX EXTERNAL SHEATH 

TEMPERATURE: + 65 °C
• BUILT-IN THERMAL SENSOR
• RESISTANCE ACTIVATION AT + 3 °C

• CONNECTION FOR CONDENSATE 
DRAIN PIPE Ø 16 mm

• MADE IN ABS PLASTIC + IVORY 
COLOUR PMMA 

• ADJUSTABLE FASTENING BRACKETS
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