HAUPA

Factory certificate

product:
product range:
product no.:
colour:
material:

manufacturing process:

addition:
certificate:

temperature:
remark:
Storage and use:

Remscheid, 18.02.2014

cable tie standard

Around the cable

262600 - 262646

black, UV-resistance

Nylon

raw material halogen- and silicon free
injection moulding

Carbonat “A” for UV-resistance

DIN EN 50146 (VDE 0604 Teil 201) : 2000-12
EN 50146 :1999-08

ULE34 1152

GL approval 14515-99-HH

LLOYD approval HPC/HEC3366-00

DET NORSKE Veritas No. E-4988

-40° - + 85° Celsius

RoHS-conform (EU-directive 2002/95/EC)
ideal storage temperature is around 23°C with
humidity over 50 %

DECLARATION OF CONFORMITY

We, Haupa GmbH & Co KG, with the main Headquarter in 42853
Remscheid/Germany, Koenigstrasse 165-169, declare under our sole
responsibility that the products mentioned in the data sheet complies with the
European Standards or Standard Documentations according to the regulations of

HAUPA GmbH & Co.KG
Productmanagement
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the following mentioned directives:

Directive 2006/95/EC

Standard DIN EN 50146:2000

HAUPA GmbH & Co.KG, Konigstr. 165-169, 42853 Remscheid, Germany



