
HÖGFORS
BUTTERFLY VALVE
WAFER TYPE
stainless steel
411 (410) series

Description Edition 26-04-2017

Wafer type butterfly valve 411 (410) series is an on-off and control valve for demanding industrial pipelines. The valve is tight to
both
directions of flow.
The body of this wafer type butterfly valve is full bore and made of stainless steel. The eccentric disc and stem are of stainless
steel as well. Stem seals are tightable graphite seals and O-rings.

*) Wider temperature range is available.
**) For the valves DN450 and higher the design pressure (PN10, PN16, PN25) of flanges on the pipeline must be specified in
order.
Consult factory for details.

Nominal dimensions: DN 80 - 800

Nominal pressure PN 25bar

Disk seal alternatives Stainless steel (CS) PTFE+C (TS)

Closing pressure (ΔP)
16 bar – standard

25 bar - option

16 bar – standard

25 bar - option

Tightness class ISO 5208, EN 12266-1 Standard - RATE B, Option – RATE A RATE A

Working temperature of liquid media *

(version for steam also available)
+260°C -40°C +180°C -40°C

** Connection
Between neck-type flanges: EN1092-1 Type 11, Facing Type B, PN25, PN16, PN10, ANSI
CLASS 150, GOST – must be specified in order.

Safety

Conform to the requirements of the Council Directive 2014/68/EU on Pressure
Equipment, marking: Class: gas, group 1.

Explosion-proof design is available as per special order.

Marking in accordance to ATEX Directive 94/9/EC: group II 2 GD, protection concept of
non-electrical components: c T6.

FIRE SAFE accepted as per special order.



Exploded view

Parts list and standard materials



Dimensions

*) weight without hand wheel
**) Face-to-face length according to ISO 5752, EN 558-1 Series 20 DIN3202 K1 (series 411)

EN 558-1 Series 25 DIN3202 K2 (series 410)

Actuating
Högfors valves can be equipped with an actuator to your 
specification.
• bare shaft (not recommended),
• manual gear,
• electric actuator,
• universal actuator MF
• pneumatic or hydraulic actuator.



Operation torque

*) the operation torque for steam is the same as for liquid but one DN size bigger.

Handlever
The smaller sizes, DN 80 -150 can be operated with handlever.
The opening and closing of valves is stepless.
The valve is open when the handlever is in line with pipe.

Manual gear
Opening and closing of the valves from the hand wheel.
The position of disc can be seen on a position indicator on top of the gear



Pneumatic actuator
The typical combination is the valve with Remote Control spring return actuator.

* at air pressure 6 bar
** ΔP max = 16 bar



Electric actuator
The typical solution is 411 series valve with AUMA Norm actuator.



Mounting gaskets
Mounting gasket must cover whole valve’s contact surfaces.

Gasket thickness “S” can be 0.5 – 3.0mm,
2.0mm is recommended.

D1* - maximum permissible size.

Pressure / Temperature Rating
The maximum working pressure ratings of the valve body



Flow curves
Indicating typical Kv value.


