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GREASE FILTERS CELL 
 
 
- good resolution 
- easy to install 
- easy to clean 
 
STANDARD, 500*250*50 and 495*245* 50 
 
 
 

 
 
CELL SERVICE 
 
The cell is easy to remove from the frame. 
Grasp the handle, lift up and pull out the lower edge. The structure of the cell is service friendly. 
Put the cells in a container with hot water with a little hand-washing liquid (dishwashing detergent 
is not good). Let the cell be in the water for 30 minutes. 
Finally, rinse well with warm water. 
Once the cell has dried, install it back into the grease filter. 
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GREASE FILTERS 
 
model      connection size to channel maximum air volume    number of cells 
 
 
suction from one side 
ARA-1  480x250   280 l / s  1 
ARA-2  1000x250   560 l / s  2 
ARA-3  1515x250   830 l / s  3 
 
suction on both sides 
ARV-1  455 x 315   560 l / s  2 
ARV-2  975x1515   1110 l / s  4 
ARV-3  1495x315   1660 l / s  6 
 
level filters 
ART-1  470x250   280 l / s  1 
ART-2  970x250   560 l / s  2 
 
spare cell for the above grease filters 
500x250x50 mm   280 l / s 
495x245x50 mm   280 l / s 


