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SLIP12.1
Hargnemisklemm

Tüüp SLIP12.1
GTIN 6418677429033
Nimi Hargnemisklemm

Magistraal Al/Cu 10-95 mm² har
Kirjeldus SLIP12.1 klemmi pingutuspolt on varustatud

murduva peaga, mis ettenähtud paigaldusjõu
väärtusel murdub, tagades ühenduse õige
kontaktsurve. Murduv pea on isoleeritud
klemmi voolu juhtivatest osadest. Sobiv ja
mugav kasutada pingealusel tööl.

Müüja

Spetsi�katsioon

Features

Bolt: M8x50 

Mechanical

Pingutusmoment Nm:  Nm

Electrical values

Süsteemi kõrgeim pinge: 1,00 kV

ETIM

Etim

Surface protection: Tinned 

Material branch conductor: Aluminium/copper 

Clamping channel opening branch
conductor:

Closed 

Clamping channel opening main conductor: Closed 

Type of connection: Insulation piercing connector IPC 

Material main conductor: Aluminium/copper 

Nominal cross section branch conductor
SM/RM:

1,50 ... 50,00 mm²

etim7.EF00965: 10,00 ... 95,00 mm²
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Nominal cross section branch conductor
SE/RE:

1,50 ... 50,00 mm²

Nominal cross section main conductor SM: 10,00 ... 95,00 mm²

Terminal insulated: True 

Packaging

Pallet package

Unit: PCE 

Package size: 2700 

Depth: 1200,00 mm 

Width: 800,00 mm 

Height: 1140,00 mm 

Default package

Unit: PCE 

Package size: 50 

Depth: 385,00 mm 

Width: 260,00 mm 

Height: 165,00 mm 

Volume: 16,52 l 


