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How to install the ›B‹ MaxiPro system?
›B‹ MaxiPro benefits from a 3-point radial press – three press points, one on each side of the bead and one press 
compressing the O-ring. This provides a permanent and secure joint. ›B‹ MaxiPro is a mechanical joint, thus elimina-
ting the need for nitrogen purge during the jointing process.

Please note: To ensure a safe and seal connection please follow the detailed ›B‹ MaxiPro installation process. 
For more information, please visit the Conex | Bänninger website: conexbanninger.com

3. Use a pencil deburrer on internal edges1. Cut the tube to length 2. Deburr and remove all external sharp edges

4. Clean the tube end with a circular movement, 
avoiding grooves that run parallel to the tube 5. Check for defects 6. Ensure the O-ring is seated

7. Mark insertion depth using depth gauge and 
insert tube fully into the fitting

8. Align jaws squarely on the fitting and complete 
the joint 9. Mark the completed joint

›B‹ MaxiPro: Join the press revolution!
An innovative press system suitable for air-conditioning 
and refrigeration applications consisting of ›B‹ MaxiPro 
fittings from Conex | Bänninger and suitable press jaws 
and press machines from ROTHENBERGER.

Product profile

TIGHT CONNECTIONS UP TO 48 BAR

QQ The O-ring is resistant against several oils including ester oil.*
QQ �The 3-point press, one on each side of the bead and one press 
compressing the O-ring, provides a permanent and secure joint.

THE ADVANTAGES

QQ Only 3 seconds per joint completion
QQ Saves approx. 3 minutes per connection
QQ No hot work permit needed
QQ No need for nitrogen purge

MADE-TO-LAST THROUGH LASER HARDENING

›B‹ MaxiPro press jaws are partially laser-hardened. This 
makes them particularly durable in those places that take the 
most pressure. Laser-hardening increases the jaws’ durability 
considerably.

TECHNICAL DATA

Application:	 Air-conditioning and refrigeration

Connections:	 Copper to copper

Fitting / tube range:	� 1/4”, 3/8”, 1/2”, 5/8”, 3/4”, 7/8”,  
1”, 1.1/8”

O-ring:	 HNBR

Max. operating pressure:	 48 bar / 4,800 kPa / 700     psig

Leak tightness:	� Helium ≤ 7.5 x 10-7 Pa.m3/s at  
+20 °C, 10 bar

Vaccum:	 200 microns

Operating temperature:	 -40 °C up to 140 °C 

UL listing continues  
operating temperature:	 121 °C

Compatible refrigerants:	� R32, R134a, R404A, R407C, R407F, 
R410A, R507, R1234ze, R1234yf, 
R718, R450A, R513A, R448A, 
R449A, R407A, R427A, R438A, 
R417A and R422D

Approved tube:	� For full information, please visit 
conexbanninger.com

Approvals, standards  
and test compliance:	� For full information, please visit 

conexbanninger.com
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ROTHENBERGER

Set (1000002121) includes: ROMAX Compact TT press machine, 1x RO BP 18 V / 2.0 Ah 
battery (No. 1000001652), RO BC battery charger EU (No. 1000001654),  
8x ›B‹ MaxiPro press jaws (No. see below), TC 35 (No. 70027), internal / external  
deburrer (No. 1500000237), UNIGRAT pencil deburrer (No. 21660), ROVLIES cleaning 
pads (No. 45268), depth gauge (No. 1000002400), 2x ROCASE 4414 case system

Model / Description	 Press jaws Ø mm	 	 kg g	 No.

ROMAX Compact TT + ›B‹ MaxiPro press jaw set 	 1/4”, 3/8”, 1/2”, 3/4”, 5/8”, 7/8”, 1”, 1.1/8”	 1 	 21.2	 1000002121
1/4”–1.1/8” + hand tools; EU
ROMAX Compact TT + ›B‹ MaxiPro press jaw set 	 1/4”, 3/8”, 1/2”, 3/4”, 5/8”, 7/8”, 1”, 1.1/8”	 1	 21.2	 1000002125
1/4”–1.1/8” + hand tools; UK
›B‹ MaxiPro press jaw set	 1/4”, 3/8”, 1/2”, 3/4”, 5/8”, 7/8”, 1”, 1.1/8”	 1	 14.0	 1000001989
1/4”–1.1/8” + hand tools
›B‹ MaxiPro press jaw	 1/4”	 1	 1.9	 1000001749
›B‹ MaxiPro press jaw	 3/8”	 1	 1.9	 1000001750
›B‹ MaxiPro press jaw	 1/2”	 1	 1.9	 1000001751
›B‹ MaxiPro press jaw	 5/8”	 1	 1.9	 1000001752
›B‹ MaxiPro press jaw	 3/4”	 1	 1.9	 1000001753
›B‹ MaxiPro press jaw	 7/8”	 1	 1.9	 1000001754
›B‹ MaxiPro press jaw	 1”	 1	 1.9	 1000001755
›B‹ MaxiPro press jaw	 1.1/8”	 1	 1.9	 1000001756

ACCESSORIES

Model / Description	 No.

RO BP 18V / 2.0 Ah Li-Ion battery	 1000001652
RO BP 18V / 4.0 Ah Li-Ion battery	 1000001653
RO BP 18V / 4.0 Ah Li-HD battery	 1000002548
RO BP 18V / 8.0 Ah Li-HD battery	 1000002549
RO BC14/36, battery charger, 230 V, EU	 1000001654
RO BC14/36, battery charger, 110 V, UK	 1000001691
ROCASE 4414 case system for 	 1000001786
8x ›B‹ MaxiPro jaws and accessories
TUBE CUTTER 35 DURAMAG	 70027
Internal and external deburrer 6–35 mm	 1500000237
UNIGRAT with HSS deburring blade	 21660
ROVLIES cleaning pads (1 x 10 pads)	 45268
ROVLIES cleaning pads counter display (36 x 10 pads)	 045268D
Depth gauge ›B‹ MaxiPro	 1000002400




