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789-101-44
G500F/D ALUMINIUM RADIATOR

789-100-44
G500F ALUMINIUM RADIATOR

878-151-44
G500F/D/1 RIGHT RADIATOR SECTION  
with bottom connection and an angular 
cross connection unit 50x50  
(OpTION A)

878-051-44
G500F/D/1 RIGHT RADIATOR SECTION  
with bottom connection and a straight 
cross connection unit 50x50  
(OpTION B) 

878-152-44
G500F/D/1 LEFT RADIATOR SECTION  
with bottom connection and an angular 
cross connection unit 50x50  
(OpTION C) 

878-052-44
G500F/D/1 LEFT RADIATOR SECTION 
with bottom connection and a straight 
cross connection unit 50x50  
(OpTION D) 
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|  It is possible to optimally adjust the radiator thermal capacity 
to a given room.

|  You can change the size of your radiator right after assembly 
(the possibility of adding or removing radiator sections).

|  We offer ready-to-use radiator sets which consist of 4, 6, 8, 
10 or 12 sections.
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789-040-44
G500F ALUMINIUM RADIATOR

789-080-44
G500F ALUMINIUM RADIATOR

789-060-44
G500F ALUMINIUM RADIATOR

789-120-44
G500F ALUMINIUM RADIATOR


