
Cable support excellence.
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CABLE TRAY COVERS CT-C

1469612 CT-C-50 L=3000 PG 0,60 1,0 1469620 CT-C-50 L=3000 HDG 0,68 1,0 1469628 CT-C-50 L=3000 HST 0,60 0,8 51 3000

1469613 CT-C-75 L=3000 PG 0,80 1,0 1469621 CT-C-75 L=3000 HDG 0,89 1,0 1469629 CT-C-75 L=3000 HST 0,80 0,8 76 3000

1469614 CT-C-100 L=3000 PG 0,99 1,0 1469622 CT-C-100 L=3000 HDG 1,11 1,0 1469630 CT-C-100 L=3000 HST 0,99 0,8 101 3000

1469615 CT-C-200 L=3000 PG 1,77 1,0 1469623 CT-C-200 L=3000 HDG 1,99 1,0 1469631 CT-C-200 L=3000 HST 1,77 0,8 201 3000

1469616 CT-C-300 L=3000 PG 2,55 1,0 1469624 CT-C-300 L=3000 HDG 2,86 1,0 1469632 CT-C-300 L=3000 HST 2,55 0,8 301 3000

1469617 CT-C-400 L=3000 PG 5,00 1,5 1469625 CT-C-400 L=3000 HDG 5,60 1,5 1469633 CT-C-400 L=3000 HST 5,00 1,0 401 3000

1469618 CT-C-500 L=3000 PG 6,17 1,5 1469626 CT-C-500 L=3000 HDG 6,91 1,5 1469634 CT-C-500 L=3000 HST 6,17 1,0 501 3000

1469619 CT-C-600 L=3000 PG 7,34 1,5 1469627 CT-C-600 L=3000 HDG 8,22 1,5 1469635 CT-C-600 L=3000 HST 7,34 1,0 601 3000
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A

L

Pre-galvanized sheet metal, 
zinc coating thickness average ~ 20 μm.

CORROSIVITY CATEGORY  C1 - C2

Hot-dip galvanized after manufacturing, 
zinc coating thickness average ~ 55 μm.

CORROSIVITY CATEGORY  C1 - C4

Acid-proof steel, AISI 316L 

CORROSIVITY CATEGORY  C1 - C5
Cable support excellence.
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Using the protective cover CT-C
The protective cover CT-C is used to prevent dirt and other impurities from settling on top of cables. The protective cover is attached to the edge of the cable tray by pushing it on place, attach-
ment can be secured with sheet metal screws or cover clips CT-CB. 


