Giitegemeinschaft Quality Assurance Association for
Schwerer Korrosionsschutz | Heavy-Duty Corrosion Protection

von Armaturen und Formstiicken durch Pulverbeschichtung e.V. of Valves and Fittings with Powder Coating (GSK e.V)
Mitglied bei/Member of: L GUTE ZE | c H E N
R A SCHWERER KORROSIONSSCHUTZ

VON ARMATUREN UND FORMSTUCKEN

AWARD CERTIFICATE

Production heavy corrosion protection
of valves and fittings

The Quality Association for Heavy Duty Corrosion Protection of Valves and Fittings by Powder Coating
e.V. (GSK) awards on the basis of the test report of the externally supervising body presented to the
Quality Committee and on the resolution of the Executive Committee of GSK for the coating procedure
for the production of heavy corrosion protection for valves and fittings and for the product families
mentioned in the appendix to the company:

E. Hawle Armaturenwerke GmbH
Hawle StraRe 1, A-4890 Frankenmarkt

the right to use the quality mark with the performance-related addition RAL-GZ 662/2.

The quality mark is certified by the Institute for Quality Assurance and Certification e.V. (RAL)
and protected by registration at the German Patent and Trademark Office as a collective trademark
(EU trademark 009300138).

[RAL] @UTEZEICREN

“TECMWEFER KDL SIONGS W T
Y MHVATUPEN LG DA TLOREE

The products, which were manufactured according to the quality and test regulations (GPB) of the GSK,
are designated as product families by the enterprise to the association’s office, and listed in the
appendix and on the GSK homepage (www.gsk-online.de). They receive the following marking:

EADGSK
GSK-1D:
(four-digit number assigned by the GSK)

This certificate is valid until 315t Dec. 2021

AN Ve

Schwabisch Gmiind, the 30 March 2021 Managing Director

Not valid without annex
The product families must be listed in the certificate. The holder of the quality mark informs GSK about the inclusion of new products

or changes to existing products in the product approval, and GSK in turn informs the testing institutes. The current list of product
families manufactured in GSK quality can be found on the GSK website (www.gsk-online.de).
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Annex to the certificate of 30 March 2021

The certificate of the company

E. Hawle Armaturenwerke GmbH
Hawle StraRe 1, A-4890 Frankenmarkt

is valid for the following product families

No. Product Nominal size

1 E2 gate valves DN 20 - DN 600
2 E3 gate valves DN 50 - DN 300
3 Hawle-A gate valves DN 50 - DN 300
4 HAWLE Vario DN 50 - DN 200
5 HAWLE Synoflex DN 40 - DN 400
6 Hawle Combiflex DN 100 - DN 400
7 All flanged T DN 200 - DN 300
8 All flanged crosses DN 200 - DN 500
9 Double flanged piece DN 80 - DN 250
10 | Double flanged bend piece DN 250

11 | Loose-type flange DN 80 - DN 100
12 | Above ground hydrant type Euro 2000 RWO DN 80 - DN 150
13 | Above ground hydrant type Duo DN 80 - DN 100
14 | Underground hydrant type Euro- / Duo DN 80 - DN 100
15 | Tunnel hydrant DN 80 - DN 100
16 [ Historic City above ground hydrant DN 80 - DN 100
17 | Hydrant BS 750 DN 80 - DN 100
18 [ Underground hydrant type Expo DN 80

19 | E2 gate valves with System 2000 socket DN 50 - 300
20 | Flanges and fittings with System 2000 socket bigger than D 225
21 | Butterfly valves Hawle version to DN 800

22 | Dismantling joints to DN 800

23 | Underground hydrant type Monoblock MB DN 80

24 | Air Release Valve DN 80 - DN 120
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