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PRODUCT 10SCO
 Combination   
 Smoke and    
 CO Alarm
 
DESCRIPTION   Battery-powered combination alarm that 

offers protection from the dual dangers of 
smoke and carbon monoxide in a single unit for 
added convenience – the voice alarm feature audibly 
announces which danger has been detected.

KEY FEATURES l   Voice Alarm feature tells you which danger has been detected even after the event

 l   Peak level memory provides notification (voice and LED) when  
dangerous CO levels have been previously detected

 l   Front loading battery compartment makes changing the battery  
easy and convenient (right)

 l  HushTM button to temporarily silence nuisance alarms 

 l  Test/Reset button to allow regular testing of alarm function

 l  Battery operation – 9V battery supplied as standard

WHERE TO USE  Designed to be wall- or ceiling-mounted, this battery-powered unit is perfect for when space is limited 
but protection is paramount. It can be used in most locations throughout the home but check in 
in-pack guidelines for specific installation instructions. 

GENERAL FEATURES    Model 10SCO

    Power Supply 9V battery supplied as standard

 Temperature Range 0˚C to 40˚C 

 Humidity Range Up to 90% relative humidity (RH) non-condensing

 Storage and Transport -20ºC to +60ºC and 5–95% relative humidity (RH) non-condensing 

 Alarm Dimensions 145 x 145 x 45mm

 Alarm Weight 360g

 Warranty 10 years

 Approvals BSI certified to EN14604:2005 (smoke)

  BSI certified to EN50291-1:2010 (carbon monoxide)

  CE tested and certified

EN50291-1: 2010
EN14604: 2005

Licence no: KM602617

0086-CPD-53595
14

EN14604

 Voice Alarm  
identifies which danger 

has been detected



VOICE WARNINGS

PACKAGED
SPECIFICATION

POWER SOURCE 9V battery 
SENSOR TYPE Optical / Electrochemical

PRODUCT 10SCO
 Combination    
 Smoke and CO Alarm

 CLAMSHELL  

Order Code 10SCO

Pack Dimensions 290 x 198 x 45mm 

Pack Weight 440g 

UPC Barcode 0-047871-104062 

Case Quantity 3 

Case Dimensions 296 x 202 x 158mm 

Case Weight 1.4Kg 

ITF Outer Code 100-84908-010214 
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The voice warnings given by this alarm are:

“FIRE! FIRE!”

“WARNING! CARBON MONOXIDE”

“Caution, carbon monoxide previously detected”

“Hush Mode Activated”

“Hush Mode Cancelled”

“Low Battery”


