NKT instal CYKY 450/750 V

Installation cables with PVC insulation
YcTtaHoBOYHbIe Kabenu ¢ nsonaumen ns NBX

NI A

Standard PN-NKT-061-00

CraHgapTt

4 3 2 1
Construction:
KoHcTpykums:

1. Copper conductor class 1
MegHbIi npoBOAHMK 1 kKNacca

2. PVC insulation
MBX nsonsauuns

3. Bedding compound

HanonHutenb

4. PVC sheath

MBX o6onoyka

Application:
ObnacTb NpUMEHEHNS:

Cables are designed for fixed installation, indoors and outdoors, in the ground and in concrete.

Installation of the product should only be carried out by personnel trained and qualified for electrical works.
The product is designed according to recognized standards. Applicable rules of installation must be applied at all times.

Kabenwn npefHasHayeHbl 4N CTauMoHapHOM NPoKNaaKkn BHYTPWU U CHapPYyXun nomeLleHunin, B 3emne n 6eToHe.

WHcTanauusa npoayKTa MOXeT ObITb ocyulecTBlieHa TONbKO cneunannucTom KBaJ'II/Iq)I/ILlI/IpOBaHbIM Ona nposeaeHnsa SNeKTPOMOHTaXHbIX

pa60T. I'Ipon,yKT pa3pa60TaH B COOTBETCTBMM CO cTaHAapTamu. MNMpasuna nHcTansaumm SOMKHbI 6bITb cOBMOAEHBI.

Properties:

MapameTpbi:

Rated voltage 450/750 V
HomunHanbHoe HanpsXeHue

Test voltage 2,5kV
HaI'IpFI)KeHVIe ncnblTaHnA

Max. conductor temperature +70 °C
MakcumanbHas TemMnepaTtypa npoBogHUKA

Max. short-circuit temperature +160 °C

MakcumarnbHas TemnepaTtypa KOpoTKOro
3aMblkaHus

Operating temperature range
[nanasoH pabounx TemnepaTyp

-30°Cup to +70°C
c-30°C no +70°C

Min. temperature for laying and manipulation -5°C

MuHumanbHas TemMnepaTtypa anda npoknagku

n paboTbl

Min. storage temperature -35°C

MwuHnmanbHas TemnepaTtypa B

HenoaBM>XHOM COCTOAHUN

Colour of insulation HD 308 S2
LiBeT nsonayum

Colour of sheath black
LiBeT obonoykn YepHbIn

Self-extinguishing of a single cable EN 60332-1-2

CamosaTtyxaHune oAnHOYHOro kabens
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UV stability
YcTonynsocTb K YO

yes
aa

Min. bending radius
MuHUManbHbIV pagnyc
n3ruba

5d (cable diameter)
5d (auameTp kabens)

Packaging coils, cable drums
YnakoBka OyXxTbl, KabenbHble
6apabaHbl
Certi_cate EZU
CepTudmkar
CPR class E..
Knacc CPR
RoHS yes
RoHS na
REACH yes
REACH na




NKT instal CYKY 450/750 V N [K?

Technical data:
TexHuyeckne gaHHble:

No. of cores and Nominal Nominal sheath Outer diameter Cable mass Effective

cross-section insulation thickness approx. approx. resistance of

KonunyectBo u ceyenne  thickness HomuHanbHasa TonwuHa HapyxHbii anameTp Bec kabens conductor

XKUN NPOBOAHUKA HomwuHanbHas obonoyku npménuanTeneHo npuénuanTensHo O dekTBHOE
TONLWMHA conpoTusnexHne
nsonsuum NpoBOAHUKA

mm? mm mm mm kg/km Q/km

2x1,5 0,7 1,0 7 80 12,531

2x2,5 0,8 1,0 8 118 7,52

2x4 0,8 1,0 9 159 4,700

2x6 0,8 1,0 10 210 3,133

3x1,5 0,7 1,0 7 97 12,531

3x2,5 0,8 1,0 9 142 7,52

3x4 0,8 1,0 10 201 4,7

3x6 0,8 1,0 1 270 3,133

4x1,5 0,7 1,0 8 119 12,531

4x2,5 0,8 1,0 9 175 7,52

4x4 0,8 1,0 11 249 4,7

4x6 0,8 1,0 12 338 3,133

4x10 1 1,0 15 551 1,88

5x1,5 0,7 1,0 9 141 12,531

5x2,5 0,8 1,0 10 212 7,52

5x4 0,8 1,0 12 305 4,7

5x6 0,8 1,0 13 411 3,133

5x10 1 1,2 17 691 1,88

7x1,5 0,7 1,0 10 178 12,531

7x2,5 0,8 1,0 1 268 7,52

NKT® is a registered trademark of NKT. © The copyright of this document is vested in NKT. All rights reserved at the time of issuance. This data was prepared for informational purposes
only and does not contain any representations, legally binding declarations or guarantees.

NKT® siBnsetcs 3aperucTpupoBaHHbIM ToBapHbIM 3HakoM NKT. ABTopckue npaBa Ha 3TOT AOKyMeHT npuHaanexat NKT. Bce npaBa coxpaHsoTCst Ha BpEMS BbiNycka JOKYMEHTA.
[aHHble Gbiny NOATOTOBMNEHBI TONBKO B MH(POPMALIMOHHBIX LIENSX, HE COAEPXaT Kaknx-nimbo yTBEPKAEHWIA, opUANYEckU 06A3aTeNbCTB UMK rapaHTui.
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