
Frosted Glass Ring
1, 2, 3, 4

Clear Glass Ring/Blue Gel
1, 2, 3, 4

IP44 Glass Cover
1, 2, 3, 4

Bezel Only
1, 2, 3, 4

Glass Disc Fully Etched
1, 2, 4

Frosted Drop Glass Cylinder
1, 2, 4

IP54 Vandal Resistant Cover
1, 2, 4

IP44 Etched Glass Cover
1, 2, 4

Decorative Cone Up
2

Decorative Cone Down
2

Cross Vane Louvre
2

Kick Reflector
1, 2

Profile Cut Glass Disc
1, 2, 4

Comfort Diffuser
2

IP44 UV Filter
3

2038978 (W)

2038983 (W)

2028033 (W)
2028599 (S)

2028613 (W)
2028037 (S)

2028059 (W)

2034491 (W) (B)
2034492 (S) (B)
2028548 (W) (C)
2028611 (S) (C)

2039012(W)

2028035 (W)
2028601 (S)

NOT AVAILABLE

NOT AVAILABLE

NOT AVAILABLE

NOT AVAILABLE

2039020 (W)

NOT AVAILABLE

2039026 (W)

2038980 (W)

2038984 (W)

2028034 (W)
2028600 (S)

2028614 (W)
2028038 (S)

2028060 (W)
2028608 (S)

2034493 (W) (B)
2034494 (S) (B)
2028549 (W) (C)
2028612 (S) (C)

2039013 (W)

2028036 (W)
2028602 (S)

2034185 (W) (O)
2034186 (W) (B)

2034183 (W) (O)
2034184 (W) (B)

2034188

2039016

2039021 (W)

NOT AVAILABLE

2039027 (W)

2038981 (W)

2038985 (W)

2038990 (W)
2038991 (S)

2038996 (W)
2038997 (S)

2039001 (W)

2039003 (W) (B)
2039004 (S) (B)
2039005 (W) (C)
2039006 (S) (C)

2039014 (W)

NOT AVAILABLE

2034185 (W) (O)
2034186 (W) (B)

2034183 (W) (O)
2034184 (W) (B)

2034190

2039017

2039022 (W)

2039024 (W)

2039028 (W)

2038982 (W)

2038986 (W)

2038992 (W)
2038993 (S)

2038998 (W)
2039000 (S)

2039002 (W)

2039007 ((W) (B)
2039008 (S) (B)
2039010 (W) (C)
2039011 (S) (C)

2039015 (W)

NOT AVAILABLE

2034185 (W) (O)
2034186 (W) (B)

2034183 (W) (O)
2034184 (W) (B)

2034191

2039018

2039023 (W)

2039025 (W)

NOT AVAILABLE

Architectural Downlighter Accessories
Disconnect from mains supply before replacing the fuse or the lamp.
Vor dem Einsetzen der Sicherung oder der Lampe Spannungsfreiheit herstellen.
Débrancher le secteur avant de remplacer le fusible ou l'ampoule.
Desconectar del suministro de la red, antes de realizar la sustitución del fusible o de la lámpara.
Voor het vervangen van lamp of zekering, eerst netspanning uitschakelen.
Koppla bort spänningen före byte av en säkring eller en lampa.

Switch Off
Abschalten
Couper le conectar
Desconectar
Uitschakelen
Stäng av

IS500
Installation Instructions

IS1150D

1 - LED100 2 - LED150 3 - Equinox 4

(W) - White
(S) - Silver
(B) - Blue
(C) - Clear
(O) - Opal

120Ø 160Ø 185Ø 215ØØ

1 2 ?

4 - LED150 LED
(160Ø ONLY)



2034188 2034190 2034191

1 2 3

2034183 2034184 2034185 2034186 1

*

* 2034183
2034184

2034185
2034186

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

LED150 ONLY - 160Ø 185Ø 215Ø

LED150 ONLY - 160Ø 185Ø 215Ø

LED150 ONLY - 185Ø 215Ø

2039024 2039025

1

2

4

3

LED100 & LED150
IP54 Vandal Resistant Cover

2039012 2039013 2039014 2039015

X3

2034183
2034184
2034185
2034186

< Millimetres >
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© Concord Lighting Ltd.

This Electrical Product
MUST be recycled.

07.10

Replace any cracked protective shield.
Dieses symbol bedeutet, dass defekte schutzgläser sofort ersetzt werden müssen.
Ce symbol indique que vous devez remplacer tout verre de protection félé.
Este simpolo indica que hay que 'reemplazar filtros en caso de rotura o desperfectos'.
Dette symbolet indikerer at alle ødelagte (sprukne) sikkerhetglass må skiftes.
Valaisinta el saa kåyttåå ilman suojalasia vioitunut suojalasi on vaihdettava uuteen ennen valaisimen kåyttöön ottoa.

Su i tab le  fo r  use  indoors
Geeignet für Innenanwendung
P o u r  u n  u s a g e  i n t e r n e
Adecuada para uso en interiores
Geschikt voor gebruik binnen
L ä m p l i g  f ö r  i n o m h u s b r u k


