
 

 

BUTTERFLY VALVE - SMS 
 

Niob Fluid No:    45010, 45020, 45030 
 
 
DESCRIPTION: is used to start or prevent the flow of media through a pipe. When 
using the manual control lever has three basic positions: closed - 0°, open - 90°, and 
open to 45°. The products of our company are manufactured, assembled and 
checked system of ISO 9001:2008. 
 
AREA OF USE:  food industry, in particular in the brewing, wine and dairy 
 
TECHNICAL DATA: 
DIMENSIONS: DN 025 - 101,6 
MATERIALS USED:           1.4301 (AISI 304) 
 1.4306 (AISI 304L) - flange welding  
 1.4404 (AISI 316L) 

těsnění:  SILIKON/NBR (2004) - standard 
 EPDM, NBR, VITON - varianta  
CONNECTION TYPES:       flange welding (SMS) 
             flange threaded (SMS) 
             male part (SMS)/nuts (SMS)  
             clamp (SMS) 
! Other variants of connection and their dimensions can be found in our catalog ! 
TEMPERATURE RANGE:   temperature of the environment:  +4°C to +50°C 
    temperature of the product:  +0°C to +90°C 
    temperature sterilization:  EPDM +140°C (30 min);  
  NBR +130°C (30 min);  
  SILIKON +130°C (30 min); VITON + 160°C (30 min) 
WORKING PRESSURE:      DN 1“ - DN 2 ½“  pressure 10 bar 
    DN 3“ - DN 4“     pressure 6 bar 
SURFACE:                           Ra < 0,8µm 
REGULATION VALVE:        manual, pneumatic, electric  
 
DIMENSIONS: 
 
45010 - CONNECTION S-S 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN A B C D 

25 40 22 25 102,5 

38 50 35 38 102,5 

51 50 48 51 132,5 

63,5 50 60,5 63,5 132,5 

76 60 72,1 76,1 155 

101,6 64 97,6 101,6 155 



 

 

45020 - CONNECTION S-G 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
45030 - CONNECTION G-G 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
TORQUE: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN A B C D Rdxs 

25 52 22 25 102,5 40x1/6" 

38 61 35 38 102,5 60x1/6" 

51 61 48 51 132,5 70x1/6" 

63,5 63 60,5 63,5 132,5 85x1/6" 

76,1 80 72,1 76,1 155 98x1/6" 

101,6 84 97,6 101,6 155 125x1/4" 

DN A B D RdxS 

25 64 22 102,5 40x1/6" 

38 72 35 102,5 60x1/6" 

51 72 48 132,5 70x1/6" 

63,5 76 60,5 132,5 85x1/6" 

76 100 72,1 155 98x1/6" 

101,6 104 97,6 155 125x1/4" 

TORQUE (Nm) 

DN EPDM SILI 

25 3 3 

38 10 10 

51 12 12 

63,5 15 15 

76 18 18 

101,6 23 23 


