
S+ MINI LIME WITH PLUG & PLAY

Existing S+ Mini Lime

• Power/Safety cable is hard wired into pump
• Installer wires pump assembly into power supply 

during installation/replacement
• Installer isolates pump assembly from supply during 

maintenance

New S+ Mini Lime with Plug & Play

• Power/Safety cable features a white P&P connector
• Installer wires cable assembly into power supply during 

installation – the same as existing S+ Mini Lime
• During maintenance, the installer isolates the pump from the 

power supply and simply disconnects the P&P connection to 
remove the pump

• During replacement, the installer can utilise the new cable 
portion wired into the power supply and simply connect to the 
replacement pump – no new wiring required



S+ MINI LIME WITH P&P PRODUCT CODES & VOLUMETRICS

Existing S+ Mini Lime New S+ Mini Lime with P&P

Product code Description Product code Description

FP3322/2 Mini Lime Silent+ Replacement Pack FP3322/3 Mini Lime S+ Replacement pack P&P

Part No. Description Bar code Commodity 
code

Country 
of 

origin

Net 
Weight 

(per piece 
in KG)

Gross 
Weight 

(per piece 
in KG)

Gross 
Packaging 

Length 
(mm)

Gross 
Packaging 

Width (mm)

Gross 
Packaging 

Height (mm)

Outer 
Box Qty

Outer 
Box  

Weight 
(kg)

Outer Box  
Length 
(mm)

Outer Box  
Width 
(mm)

Outer Box  
Height 
(mm)

Pallet 
Weight 

(kg)

Qty 
Product 

Per 
Pallet

FP3322/3 Mini Lime S+ Replacement pack P&P 5060144949394 84135069 CN 0.55 0.66 275 190 60 20 1.25 550 380 330 18 400

Product codes

Volumetrics



• Mini Lime being introduced as a running change
• Replacement pack product will launch first 
• The rest of the range will follow over the summer – July/Aug 2022
• Images and Tech sheets available on request

S+ MINI LIME WITH P&P AVAILABILITY


