4a.

4b.

Declaration of Performance
No 5/2017/EN

Unique identification code of the product-type:

FITS BETTER!

Gebo SuperVario - corrugated stainless steel pipes. Type: 1.4404 (AISI 316L), Size: DN12, DN16,

DN20, DN25, DN32, DN40, DN50
Brass nuts GW. Size: DN12, DN16, DN20, DN25, DN32,
Gaskets: Klinger SIL

Type, batch or serial number:
Corrugated stainless steel pipes, type: austenite stainless steel, type 1.4404 (AISI 316L),

Article purpose:

Corrugated stainless steel pipes are dedicated for water and heating installations
Temperature of corrugated stainless steel pipes: =270 °C — max. 600 °C

Pressure of corrugated stainless steel pipes (depends on size): according to EN 10380
Brass nuts, gaskets and stainless steel pipes are complete system for water and heating
installation.

Temperature of gaskets: =50 °C — max. 150 °C (permanent work)

Name, place and contact address of the manufacturer:

Name and contact address of the manufacturer:
Gebo Technika International Sp. z 0.0, Okéina 45 street, 05-270 Marki, PL
Place of manufacture:

Solar Metal Flex San. ve Tic. Ltd. Sti, Istanbul Anadolu Yakasi 0OSb10, Sokak No.4, TR-34959

Tuzla/Istanbul

Name and contact address of the authorised representative:
N/A

System or systems of assessment and verification of constancy of performance of the
construction product:

System 4

European Technical Assessment:

EN 10380
EN 10088-2
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8. Declared performance:
Essential characteristics Performance Harmonised technical specification

Material of corrugated stainless | austenite stainless steel, type | EN 10088-2
steel pipes 1.4404 (AISI 316L), in sizes

DN12-DN50
Temperature of corrugated —270 °C ~ max. 600 °C EN 10380
stainless steel pipes
Pressure of corrugated 3-21 bar depends on size: EN 10380
stainless steel pipes DN12 -21bar; DN16 — 16bar;

DN20 - 10bar; DN25 — 10bar;

DN32 — 4bar; DN40Q — 4bar ;

DN 50 —3bar
Temperature of gaskets -=50 °C — max. 150 °C
For water installation (also for | suitable Hygienic certificate no.
drinking water installation) HK/W/0637/01/2012

9. The performance of the product identified above is in conformity with the set of declared
performance/s in point 8. This declaration of performance is issued under the sole responsibility
of the manufacturer identified in point 4.
On behalf of the manufacturer signed by:
Beata Korduszewska, Sales Director/ Member of the Board
Beata Korduszewsks -
{ \L"L"{—{.{L -(JL.,-""//
T oh ot Markeingy
Marki, 01.09.2017 e e e e s st er s s e ea s

Okdlna 45 - 05-270 Marki
T. +48 22511 20 95/96
F.+48225112090

(signature)

Gebo Technika International Sp. z 0.0.

ul. Okolna 45, 05-270 Marki

NIP: 524-267-95-12 REGON: 141855666
tel.:+48/22 511 20 70 fax:+48/22 511 20 90

E. salesldgebo.com.pl
www.gebo.com.pt
NIP 524-267-95-12
REGON 141855666
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