
MK 90 450/750 V
Plastic-insulated heat resistant stranded conductor

APPLICATION For fixed installation in a conduit, and for fixed internal wiring in
appliances, switch gear and control gear with a maximum voltage of 1000
V (AC) or 750 V (DC) to earth.

RATED VOLTAGE Uo/U = 450/750 V
Declaration of Performance (DoP) Ref. No 1000830

   
SFS 5523 Construction
EN 50525-2-31
EN 50575:2014+A1:2016 hEN CPR cables
EN 13501-6, class Eca CPR fire class, Eca
IEC 60332-1 Flame retartant

Conductor Copper
Conductor surface Bare
Insulation Polyvinyl chloride (PVC)

Max. conductor temperature [°C] 90
Max. conductor temperature at short circuit [°C] 160
Permitted cable outer temperature during assembling/handling (min) [°C] -25
Minimum permissible bending radius during laying 8x OD
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FIRE PROPERTIES
Reaction-to-fire, CPR classification Eca
Flame retardant In accordance with EN 13501-6

DELIVERY INFO

Snro PRODUCT NAME EAN-code (GTIN) Packaging
type Standard delivery length

0402138 MK 90 1,5 YE/GN R250 Eca 6410004021385 Coil 250

0402133 MK 90 1,5 BK R250 Eca 6410004021330 Coil 250

0402132 MK 90 1,5 BN R250 Eca 6410004021323 Coil 250

0402137 MK 90 1,5 BU R250 Eca 6410004021378 Coil 250

0402130 MK 90 1,5 GY R250 Eca 6410004021309 Coil 250

0402158 MK 90 2,5 YE/GN R200 Eca 6410004021583 Coil 200

0402153 MK 90 2,5 BK R200 Eca 6410004021538 Coil 200

0402152 MK 90 2,5 BN R200 Eca 6410004021521 Coil 200

0402157 MK 90 2,5 BU R200 Eca 6410004021576 Coil 200

0402150 MK 90 2,5 GY R200 Eca 6410004021507 Coil 200

0402178 MK 90 4 YE/GN R150 Eca 6410004021781 Coil 150

0402173 MK 90 4 BK R150 Eca 6410004021736 Coil 150

0401712 MK 90 4 BN R150 Eca 6410004017128 Coil 150

0402177 MK 90 4 BU R150 Eca 6410004021774 Coil 150

0402198 MK 90 6 YE/GN R100 Eca 6410004021989 Coil 100

0402193 MK 90 6 BK R100 Eca 6410004021934 Coil 100

0402192 MK 90 6 BN R100 Eca 6410004021927 Coil 100

0402197 MK 90 6 BU R100 Eca 6410004021972 Coil 100

0402188 MK 90 10 YE/GN R100 Eca 6410004021880 Coil 100

0402183 MK 90 10 BK R100 Eca 6410004021835 Coil 100

0402187 MK 90 10 BU R100 Eca 6410004021873 Coil 100

0452208 MK 90 16 YE/GN K6/1000 Eca 6410004522080 Drum 1,000

0452203 MK 90 16 BK K6/1000 Eca 6410004522035 Drum 1,000

0452207 MK 90 16 BU K6/1000 Eca 6410004522073 Drum 1,000

0402206 MK 90 16 YE/GN R100 Eca 6410004022061 Coil 100

0402204 MK 90 16 BK R100 Eca 6410004022047 Coil 100

0402205 MK 90 16 BU R100 Eca 6410004022054 Coil 100

0452218 MK 90 25 YE/GN K6/500 Eca 6410004522189 Drum 500

0452213 MK 90 25 BK K6/500 Eca 6410004522134 Drum 500

0452217 MK 90 25 BU K6/500 Eca 6410004522172 Drum 500

0402216 MK 90 25 YE/GN R100 Eca 6410004022160 Coil 100

0402214 MK 90 25 BK R100 Eca 6410004022146 Coil 100
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DELIVERY INFO

Snro PRODUCT NAME EAN-code (GTIN) Packaging
type Standard delivery length

0402215 MK 90 25 BU R100 Eca 6410004022153 Coil 100

0452228 MK 90 35 YE/GN K6/500 Eca 6410004522288 Drum 500

0452223 MK 90 35 BK K6/500 Eca 6410004522233 Drum 500

0452227 MK 90 35 BU K6/500 Eca 6410004522271 Drum 500

0452238 MK 90 50 YE/GN K6/200 Eca 6410004522387 Drum 200

0452233 MK 90 50 BK K6/200 Eca 6410004522332 Drum 200

0402246 MK 90 70 YE/GN K6/200 Eca 6410004022467 Drum 200

0402243 MK 90 70 BK K6/200 Eca 6410004022436 Drum 200

0402258 MK 90 95 YE/GN K8/500 Eca 6410004022580 Drum 500

0402266 MK 90 120 YE/GN K11/800 Eca 6410004022665 Drum 800

0400837 MK 90 120 BK K11/800 Eca 6410004008379 Drum 800

0400838 MK 90 150 YE/GN K9/500 Eca 6410004008386 Drum 500
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MECHANICAL AND ELECTRICAL DATA

Product name Diameter over
cable [mm]

Current rating, ref.
install. type A [A]

Max. DC resistance,
conductor (20°C)

[ohm/km]

Weight
[kg/km]

Min. permissible
bending radius during

laying [mm]

MK 90 1,5 Eca 3 14 12.1 22 25

MK 90 2,5 Eca 4 19 7.41 35 35

MK 90 4 Eca 5 24 4.61 50 40

MK 90 6 Eca 5 31 3.08 70 40

MK 90 10 Eca 7 41 1.83 120 60

MK 90 16 Eca 8 55 1.15 170 65

MK 90 25 Eca 10 72 0.727 270 80

MK 90 35 Eca 11 88 0.524 270 90

MK 90 50 Eca 12 105 0.387 500 100

MK 90 70 Eca 14 133 0.268 690 115

MK 90 95 Eca 16 159 0.193 940 130

MK 90 120 Eca 18 182 0.153 1,300 145

MK 90 150 Eca 20 208 0.124 1,500 160

Current rating: installation method A (e.g. in conduit inside wall)
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