
 

 

 

 

 

 

 

 

EC DECLARATION OF CONFORMITY 

We, DEC International doo, Panonska 14, Stara Pazova, Serbia, declare on 
our sole responsibility that the manufacturer of following product(s): 

 

Connectdec type 1,2,3 Greendec ins. 
 

to which this declaration relates is in conformity with the following standards or other 
normative documents: 

 

The CONNECTDECTM Type 1,2,3 SB Greendec insulated flexible sound attenuator 
consists of antibacterial green   non-woven innerduct and provided with an aluminium 
layered outer jacket. The space between the inner and outer duct is filled with 25mm 
sound absorbing material. The attennuator is also available, on request, with a 50 mm 
glass wool layer. The duct is standard fitted with metal sleeves at both ends to fit to any 
rigid ductwork or appliance instantly. Choice between: (Fit according to EN1506) 
Type 1) Male – Male 
Type 2) Male - Female 
Type 3) Female – Female 
Article code: CO(1,2,or3)5SBGAB{Ø}/Length e.g. CO15SBGAB100/1,0 (type 1 Ø100mm) 

 
THE Solution to over bridge inaccuracy in measurements. 
Saves installation time and material. 

 

Applications in practice 

 Sound attenuator 

 In combination with heat exchanges, heat pumps 

 Air supply systems 

 Air conditioning systems 

 Insertion loss damper 
 

Inner Duct: Antibacterial non-woven green cloth. 
Insulation: Glasswool, thickness 25 mm. 
Outer Jacket: Jacket of Laminated aluminium 

 
And with the regulation for the essential requirements and evaluation of the conformity of 
ventilation products, essential safety requirements and other regulations for conformity 
evaluation. 

 

Issued : Enschede, March 21st, 2023 
 
Dušica Polić 
Head the Plan and development 
DEC International 
Panonska 14, 22300 Stara Pazova  
Serbia 
 www.decinternational.com 

http://www.decinternational.com/

