TIA

1. Unique identification code of the product type: Steel manifolds type: R, R+1, Platinum A and Platinum M

DECLARATION OF PERFORMANCE
No 2/2023/2538/1

2. Intended use(s): Steel manifolds type: R, R+1, Platinum A and Platinum M intended for distribution of heating
medium in surface heating systems.

3. Manufacturer: TiA Sp. z 0.0. ul. Sfowackiego 22a, 37-200 Przeworsk
4. Authorised representative: Not applicable

5. System(s) of assessment and verification of constancy of performance: 3
6a. Harmonised standard

Notified body or bodies: Not applicable
6b. European Assessment Document

European Technical Assessment: ITB-KOT-2023/2538 wydanie 1, pt.: ,,Rozdzielacze mosiezne i stalowe oraz zespoty
pompowo-mieszajace TiA do instalacji ogrzewania.”

Technical Assessment Unit: INSTYTUT TECHNIKI BUDOWLANE!J (ITB) ul. Filtrowa 1, 00-611 Warszawa, Polska,
Zaktad Inzynierii Elementéw Budowlanych ITB, Poznan, Polska

Notified body or bodies: NB No. 1488

7. Declared performance:

Essential characteristics Usable properties Evaluation methods
Tightness Tight, no deformations ITE-ROT-202412558
p. 3.2.1
Tightness in maximum working conditions Tight, no deformations ITB'K?)TE,’Z%S/ZS%
Hydraulic characteristics of the manifolds, at a pressure = 1,1 (medium: water) PN-EN 1074-5:2002
_drop of 1 bar and with the valves fully open, expressed 21,0 (medium.: water-glycol PN-EN 1267:2012
in kv, m3h solution)

8. The relevant technical documentation or Specific Technical Documentation:

The performance of the product identified above is in accordance with the set of declared performance
characteristics. This declaration of performance is issued in accordance with Regulation (EU)
No 305/2011 under the sole responsibility of the manufacturer identified above.

Signed on behalf of the manufacturer: Tomasz Slanda - CEO
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