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INOX STEEL MANIFOLD FOR UNDERFLOOR HEATING STANDARD CR+1
ROZDZIELACZ STALOWY DO OGRZEWANIA PODtOGOWEGO STANDARD CR+1

product specification/ dane produktu

product features / wtasnosci produktu

DESIGN

Manifold consists of:

+ steel beams with hole spacing 50 mm

+ flowmeters

+ thermostatic valves

* %"- 34" nipples

* eurocone %"-16 x 2.0 mm (equipment available on customer requ-
est)

+ 1" blanking plug

« fill and drain valve with a ball valve and a hose connection nipple

« manual air relase vent alternatively automatic air release vent

+ 2 mounting brackets length 235 mm or 210 mm

* Possible to apply a 2.5 litres flowmeter

Manifold for underfloor heating is used in order to ensure distribu-
tion of heating medium to the individual heating loops of surface
heating system.

BUDOWA

W sktad rozdzielacza wchodza:
* belki stalowe o rozstawie co 50 mm
* przeptywomierze
+ zawory z wktadka termostatyczng
* nyple %2"-34"
* ztgczka zaciskowa %"-16 x 2.0 mm (element wyposazenia dostepny
na indywidualne zamoéwienie)
korek calowy
zawor napetniajgco-spustowy z zaworem kulowym
i ztaczka przytaczeniowg do weza
+ odpowietrznik reczny, alternatywnie automatyczny
* 2 uchwyty mocujace o dtugosci 235 mm lub 210 mm

* Mozliwos¢ uzycia przeptywomierzy 2.5 |
Rozdzielacz do ogrzewania podtogowego jest przeznaczony do zapew-

nienia poprawnego rozdziatu czynnika grzewczego do poszczegdlnych
petli grzewczych ogrzewania ptaszczyznowego.
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F-2063413 2 235/ 210 409 175 50 25 1" 28 1910 1 100
F-2063420 3 235/ 210 409 225 50 25 1" 28 2330 1 100
F-2063437 4 " 235/ 210 409 275 50 25 1" 28 2750 1 100
F-2063444 5 %" 235/210 409 325 50 25 1" 28 3130 1 60
F-2063451 6 %" 235/ 210 409 375 50 25 1" 28 3540 1 60
F-2063468 7 i 235/ 210 409 425 50 25 1" 28 3960 1 60
F-2063475 8 V2 235/ 210 409 475 50 25 1" 28 4360 1 48
F-2063482 9 " 235/ 210 409 525 50 25 1" 28 4780 1 48
F-2063499 10 v 235/ 210 409 575 50 25 1" 28 5200 1 48
F-2063505 1" i 235/ 210 409 625 50 25 1" 28 5610 1 48
F-2063512 12 %" 235/210 409 675 50 25 1" 28 6020 1 48




