
 
INSTALLATION 

 
1. Lightweight wall 
2. Concrete or masonry wall or ceiling 
3. Fire-stop mass (Würth Firebreak 22) 
4. Screws 
 
The fire valve is approved for installation on concrete or masonry walls and ceilings and on 
lightweight walls. 
 
Make an opening in the separating element for the air duct to be led through the structure. The 
size of the installation opening is D + 20 mm.
 
Install the duct in the opening. Create the fire seal between duct and wall with a fire-stop mass 
(Würth Firebreak 22) and rockwool as indicated in the picture. Cut the duct flush with the wall 
surface. 
 
Push the installation frame into the duct so that the flange is firmly pressed against the wall 
surface. Attach the installation to the duct and wall with two screws. 
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FDV - paigaldusjuhend

1. Kergsein
2. Betoonsein või lagi
3. Tuletõkkemass
4. Kruvid
Tuletõkkeplafoon FDV võib kasutada betoon- ja kivimüürides ja lagedes ja 
kergseintes.

Tehke seina ava juhtimaks sealt läbi ventilatsioonitoru. Paigaldusava peab olema 
D+20mm.

Paigaldage ventilatsioonitoru läbi ava. Tihendage toru ja seina vaheline ava 
tuletõkkemassiga ja kivivillaga nagu näidatud pildil. Lõigake toru seina pinnaga tasa.

Suruge paigaldusraam torusse nii, et äärik on tihedalt vastu seina. Kinnitage raam 
kahe kruviga ümbritsevasse materjali.



 
Push the valve(2) into the installation frame(1), and turn until it is firmly attached. 
 
Detailed installation instructions, as well as an installer's installation certificate form, are supplied 
with each product. See also the section Documents / Installation Instructions . 
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Suruge plafoon(2) paigaldusraami (1) ja keerake kuni see on kindlalt kinni.

Detailne paigaldusjuhend ja paigaldaja paigaldussertifikaat on kaasas iga tootega.


