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 CIELO 75 DIFFUSO Lumiance 
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Product data 
 

 Double insulation, no earth 
required. 

 Suitable for mounting on 
flammable materials such as 
wood. 

 

 Glow wire proof. 

 

 Suitable for installation in dry 
locations. 

 Safety certified. 
 

CIELO 75 Diffuso is a polycarbonate wall uplighter with a polycarbonate opal diffuser. It 
is suitable for mains tungsten and tungsten halogen lamps up to 75W. It can be fitted 
with a decorative glass accessory. Dimmable with any dimmer. 
 
3026550 white, 0.35 kg 
3005650 opal glass accessory, 0.30 kg 
 

A60 75W E27/QT32 75W E27 
 

 
 
 
 
 
 
 
 
 
 
 
 
75 W A60 ⇒ 960 lm  
75 W QT32 ⇒ 1125 lm 
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Isolux diagram floor
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Isolux diagram floor with opal glass

2 m10 - 1 - 2 

5 m

4

3

2

1

0

Mounting height 2 m Ceiling height 3 m

C/W/F =  80/50/30%
Maintenance 0.85 lx 

10 lx 

15 lx 

25 lx 
20 lx 

 light distribution with opal glass
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Cielo 75 diffuso
Cielo on seinävalaisinsarja, jonka laaja mallisto tarjoaa täydellisen sisustusvalais-
tuksen valaisinperheen. Pelkistetty muotoilu, laadukkaat materiaalit sekä laaja 
valo lähdevalikoima ovat tehneet Cielosta rakentajan ja sisustajan suosikkituotteen.

Väri  valkoinen opaalikuvulla

asennus pinta-asennus

kytkentä 2x1,5 mm2

kotelointiluokka IP20

SSTL  TYYPPI TuOTENRO VÄRI VALONLÄHDE PAINO

42 721 00 Cielo 75 diffuso 3026550 valkoinen QT32/46 max75W/A60 max75W  E27 0,35 kg

F IP
20
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