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Valmiiksi varusteltu seinäasennusteline 2-25 litraisille Flexcon paisunta-astioille.
• Ilmanpoistin Flexvent 3/8".
• Pikaliitin Flexfast ¾" sululla.
• Painemittari 63 mm 1,5 / 4,0 bar.
• Varoventtiili prescor 1,5 bar.

Kuvaus Flexconsole S20 plus 1.5 bar

Flamco- numero 27994

GTIN 08712874279940

Tyyppi Flexconsole Plus S 20

Liitos A Rp 3⁄4"

B Rp 3⁄4"

Mitat C [mm] 255

D [mm] 305

E [mm] 50

F [mm] 266

G [mm] 130

H [mm] 50
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Classification General Data Attributes
ETIM Group Pressure increase/decrease With automatic de-aerator Yes
ETIM Class Pressure expansion vessel console With pressure gauge Yes
Tuotenimi Flexconsole S20 plus 1.5 bar With pressure relief valve Yes
Brand Flamco With rapid coupling Yes
Product Type S 1.5 bar Thread connection central

heating
Internal thread cylindrical
BSPP-G (ISO 228-1)

Thread connection, tank Internal thread cylindrical
BSPP-G (ISO 228-1)

Size of central heating thread
connection

3/4 inch

Size of tank thread connection 3/4 inch
Length of support arm [mm] 305
Centre distance, connections 1
and 2 [mm]

216

Etsi lisää tietoa verkossa:
katalogi PDF
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