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2700F
 
I (ISO 3822) 
EN 817 
50 - 1000 kPa 
0.15 l/s (300 kPa) 
140 kPa (0.1 l/s) 
max. +70°C 
 
 
 

2710F
 
I (ISO 3822) 
EN 817 
50 - 1000 kPa 
0.15 l/s (300 kPa) 
140 kPa (0.1 l/s) 
max. +70°C 
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2702F
 
I (ISO 3822) 
EN 817, EN 1113 
50 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
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mpi.oras.com/2710FG

mpi.oras.com/2712F

2712F
 
I (ISO 3822) 
EN 817, EN 1113 
50 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
 
 

2710FG
 
I (ISO 3822) 
EN 817 
50 - 1000 kPa 
0.08 l/s (Eco) 
0.15 l/s (300 kPa) 
140 kPa (0.1 l/s) 
max. +70°C 
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2712FG
 
I (ISO 3822) 
EN 817, EN 1113 
50 - 1000 kPa 
0.08 l/s (Eco) 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
 
 

ø 33 - 35

35
0

m
ax

30

G 3/8

G 1/2

98 66
33

° 16
1

144

mpi.oras.com/2712FG



6 (32)

ø 33 - 35

35
0

m
ax

30

G 3/8

G 1/2

98 66
33

° 16
1

144

G 1 1/4

20
 - 

80

ø 63

ø 33 - 35

35
0

m
ax

30

G 3/8

98 66
33

° 16
1

144

G 1 1/4

20
 - 

80

ø 63

2702FG
 
I (ISO 3822) 
EN 817, EN 1113 
50 - 1000 kPa 
0.08 l/s (Eco) 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
 
 

mpi.oras.com/2702FG

mpi.oras.com/2700FG

2700FG
 
I (ISO 3822) 
EN 817 
50 - 1000 kPa 
0.08 l/s (Eco) 
0.15 l/s (300 kPa) 
140 kPa (0.1 l/s) 
max. +70°C 
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mpi.oras.com/2703F

mpi.oras.com/2713F

2703F
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 
AA 1.5 V Lithium x 2, 
CR 2450 3 V

 
 

  (EMC 2014/30/EU , 2011/65/EU)
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2713F
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 
AA 1.5 V Lithium x 2, 
CR 2450 3 V

 
 

  (EMC 2014/30/EU , 2011/65/EU) 
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2705F
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 
AA 1.5 V Lithium x 2, 
CR 2450 3 V x 2

 
 

  (EMC 2014/30/EU , 2011/65/EU)

2715F
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 
AA 1.5 V Lithium x 2, 
CR 2450 3 V x 2

 
 

  (EMC 2014/30/EU , 2011/65/EU)
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mpi.oras.com/2701FT

mpi.oras.com/2703FT

2701FT
 
I (ISO 3822) 
EN 15091 , EN 817, 
EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 / transformer IP 20 
230 / 5 V 
CR 2450 3 V 

 
  (EMC 2014/30/EU , 

2014/35/EU , 2011/65/EU) 

2703FT
 
I (ISO 3922) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 / transformer IP 20 
230 / 5 V 
CR 2450 3 V 

 
  (EMC 2014/30/EU , 

2014/35/EU , 2011/65/EU) 
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2705FT
 
I (ISO 3822) 
EN 15091, EN 817,
EN 1113, EN 1111 
100 - 1000 kPa 
0.12 l/s (300 kPa) 
200 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 / transformer IP 20 
230 / 5 V 
CR 2450 3 V x 2

 
 

  (EMC 2014/30/EU , 
2014/35/EU , 2011/65/EU) 
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2713FGT
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.1 l/s (Eco) 
0.13 l/s (300 kPa) 
170 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 / transformer IP 20 
230 / 5 V 
CR 2450 3 V

 
 

  (EMC 2014/30/EU , 
2014/35/EU , 2011/65/EU)

230 V/5 V
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2713FG
 
I (ISO 3822) 
EN 15091, EN 817, 
EN 1113, EN 1111 
100 - 1000 kPa 
0.1 l/s (Eco) 
0.13 l/s (300 kPa) 
170 kPa (0.1 l/s) 
max. +70°C 
 
IP 55 
AA 1.5 V Lithium x 2, CR 2450 3 V

 
 

  (EMC 2014/30/EU , 2011/65/EU) 
 mpi.oras.com/2713FG
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R >30mm
Oval < 15%
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ON OFFmax. 2 min 
automatic off
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4

ALKALINE

AA 1.5V

AA 1.5V+

+

AA 
1.5

V 
  +

AA 1.5V   +

Lithium 
AA 1.5 V x 2
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~7 s 

CR2450

3 V
+

CR2450

3 V
+

Min 30 s 

Factory settings open 6 s 
–> open 4 s

1

2

3

4

5

6

+push 

+

4 s 

~3 s 

Min 4 s Max 15 s 
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Open 4 s
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ALCOHOL

PH 6-9

cleaning.oras.com
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ORAS Ltd
Isometsäntie 2, P.O. Box 40
FI-26101 Rauma
Tel. +358 2 83 161 
Fax +358 2 831 6300
info.finland@oras.com
www.oras.com

Oras Group is a powerful European provider of sanitary fittings: the market leader 
in the Nordics and a leading company in Continental Europe. The company’s 
mission is to make the use of water easy and sustainable and its vision is to 

become the European leader of advanced sanitary fittings. Oras Group has two 
strong brands: Oras and Hansa. 

The Group’s head office is located in Rauma, Finland, and the Group has three 
manufacturing sites: Kralovice (Czech Republic), Olesno (Poland) and 

Rauma (Finland). Oras Group employs approximately 1,200 people in twenty 
countries. Oras Group is owned by Oras Invest, a family company and 

an industrial owner.


