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LSOH insulated and LSOH sheathed installation cables  

 
 
 

    
    
    

 

 
 
 
 
 

CONSTRUCTION 
Conductors: annealed copper solid class 1 acc. to EN 60228 
Insulation: special halogen-free thermoplastic compound 
Filling: halogen-free not vulcanized rubber compound 
Sheath: special halogen-free thermoplastic compound 

 
 CHARACTERISTIC  
Colour of sheath:                                     Grey RAL 7035  UV resistance 
Core identification:                                 black with white numbering 

Maximum conductor operating temperature:                        +70oC 
Lowest ambient temperature for fixed installation:              -30oC 
Lowest installation temperature:                                               -15oC 
Maximum short-circuit conductor temperature:                    +160oC 
Minimum bending radius:                                                            12 x D,          D – overall diameter 

 
FIRE PERFORMANCE 

 Flame retardant:                                                              IEC 60332-1-2 
                                                                                                           IEC 60332-3-24 (SS 4241475 F4C) 

 Gases emmision:                                                              IEC 60754-1 
 Smoke density:                                                                 IEC 601034 
 CPR – class reaction to fire (acc EN 50575):                Dca-s2,d2,a2 

 

APPLICATIONS 
LSOH insulated and sheathed control cables for fixed Installation indoors and outdoors. Not to be laid in soil nor in cast 
concrete. 

Standard length cable packing 100 m coils or 500 m on drums.  
Other forms of packing and delivery are available on request. 
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Number and 

cross-sectional 
area of 

conductor 

 
Nominal 

thickness of 
insulation 

 

Nominal 
thickness of 

sheath 

 
Approximate 

overall diameter 

 
Approximate 

net weight 
of cables 

 
Maximum 
conductor 
resistance  

at temperature 
20oC 

n x mm
2
 mm mm mm kg/km /km 

7x1,5 0,7 1,5 12,3 263 12,1 
12x1,5 0,7 1,5 15,5 405 12,1 
19x1,5 0,7 1,5 17,8 569 12,1 
27x1,5 0,7 1,6 21,6 797 12,1 
37x1,5 0,7 1,7 24,1 1034 12,1 

      

7x2,5 0,8 1,5 14,0 367 7,41 
12x2,5 0,8 1,5 18,3 590 7,41 
19x2,5 0,8 1,6 21,3 849 7,41 
27x2,5 0,8 1,7 25,4 1166 7,41 
37x2,5 0,8 1,9 28,6 1537 7,41 

 
 
 
 
 
 
 
 
 
 
 
 
 
All the information contained in this document - including tables and diagrams - is given in good faith and believed to be correct at 
the time of publication. The information does not constitute a warranty nor representation for which TELE-FONIKA Kable assumes 
legal responsibility. TELE-FONIKA Kable reserves rights to introduce changes to the document at any time. 


