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PROFESSIONAL

KBR postijalandid
Kaitsekummid tanavavalgustuspostidele

Kaitsekummide tehniline info

Betoonist vundamendid KBR

Kood Tlip

am -

tanavavalgustuspostidele 1610500 | 235/95 100110 mm postle

. Betoon: K50 4610501 235/103 111-120 mm postile

e Roostevabad reguleerimiskruvid vy 235/113 121-134 mm postile

R Plastist kaablilibiviik 4610503 235/126 135-143 mm post!le
4610504 235/145 150-168 mm postile
4610505 360/147 150-166 mm postile
4610506 360/153 167-175 mm postile
4610507 360/170 176-192 mm postile
4610508 360/187 193-209 mm postile
4610509 360/204 210-224 mm postile

Postijalandite tehniline info

et Tiiiip 20;’( |I_Z'iors;,]t Kg :zlomm %12? 213m rr#m 215”1 z;ln? g]ZrT(? g‘?n? 214”? bmsrr? re?zleerimiskruvi Dt3
4610301 KBR-1 100-136 1-5 91 690 390 | 460 |520 (100 |304 |[294 |150 |138 90 3 0,10
4610302 KBR-2 100-136 1-6 132 930 390 | 460 |520 | 100 |318 |294 |150 |[138 90 3 0,25
4610303 KBR-3 128-168 | 6-10 | 275 | 1170 550 | 670 |770 | 100 |604 |334 |190 [180 90 3 0,75
4610304 KBR-4 100-160 5-8 245 | 1260 | 460 |550 | 630 | 100 |494 [314 [170 | 160 90 3 0,81
4610305 KBR-5 128-168 | 8-11 |340 | 1460 550 | 670 |770 | 100 |604 |334 |190 [180 90 3 1,46
4610306 KBR-6 159-224 | 8-12 | 475 | 1460 | 660 | 770 |870 | 100 | 645 | 424 | 245 |225 90 4 1,68




