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Declaration of conformity
JA-KO Betoni Oy assure, that our manufactured KBR posts are accordance with in
table below.
KBR-Posts 1-6
Concrete K-50 (C40/50) EN12620, XF2
Adjustment screws and caps are made of stainless steel, (RST AISI304)
Plastic cable hole 110mm
Fill the Finnish Traffic Office reguirements (Liikenneviraston ohjeita 14/2010)
Torque test over 600Nm
Tyyppi | Post Post | Weight | hl1 | h2 | h3 | h4 | h5 | bl | b2 | b3 | b4 | b5 | Adjust- | DL3
(0] H 6] @ %) (6] ment
mm ml kg mm|mm | mm | mm | mm | mm | mm|mm|mm | mm| Screw
£30 | £10 M16
KBR-6 | 159- 8-12 475 146 | 660 | 770 | 870 | 122 | 654 | 424 | 245 | 225 | 90 4 1,68
224 0
KBR-5 | 128- 8-11 340 | 146|550 670 | 770 | 122 | 604 | 334 | 190 | 180 | 90 3 1,46
168 0
KBR-4 | 100- 5-8 245 126 | 460 | 550 | 630 | 122 | 494 [ 314 | 170 | 160 | 90 3 0,81
160 0
KBR-3 | 128- 6-10 275 1171550 | 670 | 770 | 122 | 604 | 334 | 190 | 180 | 90 3 0,75
168 0
KBR-2 | 100- 1-6 132 |930(390| 460 [ 520 | 122 | 318 | 294 | 150 | 138 | 90 3 0,25
136
KBR-1 | 100- 1-5 91 690|390 | 460 | 520 | 122 | 304 | 294 | 150 | 138 | 90 3 0,10

136
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