
 

 

 

Accessories: 

 

 

 Alternatives 

Standards & Approvals: 

 

DOWNLIGHTS 

 
CAVAN 3-CCT 

 CAVAN 8W COB CCT CHANGING LED DIMMABLE 
DOWNLIGHT, 3000K AND 4000K AND 6500K, IP65, 
White, Dimmable 

 

Polar Intensity Diagram: 

 

 

 Alternatives 

Cone Illuminance Diagram: 

 

 

 Alternatives 

 

  

Complies with: EN 60598-1, EN 60598-2-2, EN 55015, EN 
60001-3-2, EN 60001-3-3, EN 62493, EN61547, EN 62471,  

 

           

 

Product Code:  RC8CCT3 
Comparable to:  50W Halogen 
Total Power (W):  7.9/7.7/7.9 

 Total Light Output (lm):  714/825/817 
Efficacy (lm / cctW):  90/106/103 
Rated Life (hrs):  50,000 
Warranty (yrs):  5 
Illuminance at 1m (lux):  590/685/679 
Beam Angle (deg):  38 
CCT (K):  3,000/4,000/6,500 
CRI (Ra):  82/85/82 
Ingress Protection (IP):  65 
Operating Temperature (˚ C):   -20 ≤ Ta ≤ +40 
Operating Voltage (Vac):  220-240 
Power Factor (PF):  0.8 
Height (mm):  70 
Length (mm):  175 
Width (mm):  90 
Diameter (mm):  90 
Depth (mm):  65 
Projection (mm):  5 
Box Qty:  1 
Weight (kg):  0.22 

 

Diagram for RC8CCT3 4000K. Other diagrams available on request Diagram for RC8CCT3 4000K. Other diagrams available on request 


