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LEDsIP66 IK08
Max.
45 °C
Min.

-20 °C

System
lumen
(Lm) CCTType P(W) A A-TW1

WT060C

5

L600   2x
L1200 2x
L1500 2x
L1800 3x

L1800



MAX number of connected
luminaire 10x.

1x 2x

69

69

A

A-TW1

59

90

59

90

≈3Nm

WT060C LED18S/840 PSU L600 1800 15 611 0.38

WT060C LED25S/840 PSU L1200 1201 0.75

WT060C LED25S/840 PSU TW1 L1200 ● 1258 0.80

WT060C LED36S/840 PSU L1200

WT060C LED36S/865 PSU L1200

WT060C LED36S/840 PSU TW1 L1200 ● 1258 0.80

WT060C LED34S/840 PSU L1500 1501 0.95

WT060C LED34S/840 PSU TW1 L1500 ● 1558 1.00

WT060C LED56S/840 PSU L1500 0.95

WT060C LED56S/865 PSU L1500 0.95

WT060C LED56S/840 PSU TW1 L1500 ● 1558 1.00

WT060C LED80S/840 PSU L1800 8000 65 1801 1.21
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L600 、L1200、L1500   2x
L1800   3x

L600 、L1200、L1500   2x
L1800   3x

7 15 7 15

            Min.  2x1,0mm
            Max. 2x2,5mm

Φ8—Φ12.4

TWI：Min.  3x1,0mm
            Max. 3x2,5mm

LED18S LED25S
LED25S

TW1
LED34S

LED34S
TW1

LED36S
LED36S

TW1
LED56S

LED56S
TW1

LED80S

Inom (mA) 70 95 95 125 125 140 140 220 220 300
Imax (A) 2.5 2.3 2.3 2.9 2.9 3 3 3.6 3.6 4.4
Tref(μs) 95 105 105 110 110 101 101 122 122 136

MCB
B-10A 35 32 10 28 10 28 10 25 10 13
B-16A 55 50 10 45 10 45 10 40 10 20
C-10A 55 50 10 45 10 45 10 40 10 20
C-16A 94 85 10 77 10 77 10 68 10 34

Electrical characteristics

Luminaire Max.

≈3Nm









- The luminaire shall be installed by a quali�ed electrician  and
   wired in accordance with the latest IEE electrical regulations
   or the national requirements.
- The LED driver is not serviceable and not replaceable.
- The light source of this luminaire is not replaceable; when the light 
   source reaches its end of life the whole luminaire shall be replaced
- Luminaire must not be used or stored in corrosive environments where
   hazardous materials such as sulphur, chlorine, phthalates, etc, are present.




