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Actor Pendant

For explanation of symbols see www.hidealite.se

E-nr Snro El.nr GTIN Name LED color Color Unit 
e ect

70 151 74 42 223 00 32 360 85 7392971131832 Actor Pendant DP 30/70 3000K White 48W

70 151 75 42 223 01 32 360 86 7392971131849 Actor Pendant DP 30/70 4000K White 48W

70 151 76 42 223 02 32 360 87 7392971131856 Actor Pendant DP 30/70 Dim* 3000K White 49W

70 151 77 42 223 03 32 360 88 7392971131863 Actor Pendant DP 30/70 Dim* 4000K White 49W

70 195 98 41 437 18 32 167 64 7392971141497 Actor Pendant DP 30/70 Dim* 3000K Black 49W

70 195 99 41 437 19 32 167 65 7392971141503 Actor Pendant DP 30/70 Dim* 4000K Black 49W

70 151 78 42 223 04 32 360 89 7392971131870 Actor Pendant DP 30/70 S** 3000K White 48W

70 151 79 42 223 05 32 360 90 7392971131887 Actor Pendant DP 30/70 S** 4000K White 48W

70 163 51 42 224 58 32 415 24 7392971135694 Actor Pendant DP 30/70 DALI*** 3000K White 49W

70 163 52 42 224 59 32 415 25 7392971135700 Actor Pendant DP 30/70 DALI*** 4000K White 49W

70 169 23 42 404 37 32 425 00 7392971137148 Actor Pendant DP 50/50 3000K White 48W

70 169 24 42 404 38 32 425 01 7392971137155 Actor Pendant DP 50/50 4000K White 48W

70 169 25 42 404 39 32 425 02 7392971137162 Actor Pendant DP 50/50 DALI*** 3000K White 48W

70 169 26 42 404 40 32 425 03 7392971137179 Actor Pendant DP 50/50  DALI*** 4000K White 48W
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SAFETY INSTRUCTIONS
Read these instructions carefully before commencing installation and retain for future reference. The luminaire should be installed by a licensed 
electrician and in accordance with local regulations. Make sure that the power is o  before installation or maintenance. en
Läs dessa instruktioner före installationen påbörjas och lämna den vidare till brukaren av anläggningen.  Armaturen skall installeras av behörig instal-
latör och enligt gällande föreskrifter.  Se till att spänningen är frånslagen före installation eller underhåll. sv
Lue nämä ohjeet ennen asentamista ja luovuta ohjeet valaisimen seuraavalle käyttäjälle.  Valaisimen saa asentaa valtuutettu asentaja voimassa 
olevien määräysten mukaisesti.  Varmista, että jännite on kytketty päältä ennen asennusta ja huoltoa. fi

da Læs denne vejledning omhyggeligt, før installationen udføres og gem den til fremtidig brug. Armaturet skal installeres af en autoriseret installatør i 
henhold til gældende love og regler. Sørg strømmen er afbrudt før installation og vedligeholdelse.

de Lesen Sie diese Anweisungen sorgfältig, bevor Sie mit der Installation beginnen, und bewahren Sie sie für späteres Nachschlagen auf. Dieses 
Leuchtmittel muss durch einen lizenzierten Elektriker im Einklang mit den örtlichen Vorschriften installiert werden.  Stellen Sie vor Installations- oder 
Wartungsarbeiten sicher, dass keine Spannung mehr anliegt. 

pl
fr Lisez attentivement ces consignes avant de commencer l’installation. Pensez également à vous y reporter ultérieurement. Le luminaire doit être installé par un 

électricien agréé, conformément à la réglementation locale. Veillez à couper le courant avant l’installation et toute opération de maintenance.

Les disse instruksjonene før du starter installeringen, og gi den deretter videre til anleggets bruker. Armaturen skal installeres av en godkjent installatør 
og i henhold til gjeldende lover og regler.  Sørg for at strømmen er koblet fra før installering og ved vedlikehold.no

Included in | Mounting kits
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We reserve the right to change specifications at any time.

230V

LED

Replaceable control gear by a professional

LED LED

Non-replaceable light source

Denna produkt innehåller en ljuskälla med 
energie�ektivitetsklass C enligt förordning (EU) 2019/2015 
This product contains a light source of 
energy e�ciency class C to Regulation (EU) No 2019/2015.
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DALI
Brown - L
Blue - N
Yellow - 
Black -  Da2-
White - Da1+
---------------------
Push 230V
Brown - L
Blue - N
Yellow - 
Black -  Ls
White - N
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Synriktning Synriktning
Vision directionVision direction

6a
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6b 6c

T-profile 24mm Hook Surface mounted

Fixture placement
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Actor Pendant DP 30/70 ON/OFF Actor Pendant DP 50/50 ON/OFF

Actor Pendant DP 30/70 DIM

Actor Pendant DP 30/70 Sensor

Actor Pendant DP 30/70 DALI

ON/OFF

30%

70%
Upp & nerljus

Up and down lights
Upp & nerljus

Up and down lights

50%

50%

DIM/ON/OFF

Separat styrning av upp & nerljus
Separate control of up and down lights

30%

70%

DIM/ON/OFF

SENSOR

Upp & nerljus
Up and down lights

30%

70%

Separat styrning av upp & nerljus via DALI
Separate control of up and down lights via DALI

30%

70%

Time delay
20min
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DALIPush 230V
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White - N

Black - Ls
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Actor Pendant DP 50/50 DALI

Upp & nerljus
Up and down lights

50%

50%
N
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DALI-BUS

DALIPush 230V

D1
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White - N

Black - Ls
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Actor Pendant DP Sensor - Settings
When using pull Dim

Short press (>  50–600 ms) : ON/OFF

Long press (>  600 ms) : Dim up/down  
A change in the light value deactivates lighting regulation only temporarily. As soon as the luminaire has been 
automatically switched on again (motion detection) or manually switched o on again, regulation is  
activated again.

2 x short press : The overwritten setpoint light value is stored (luminaire acknowledges by flashing twice)
Function is lockable via the DSI programmer

User-definable parameters
HCD 038 + HIR17 have the following user-definable parameters:
The values in parentheses are the factory default settings.

The adjustable values for the HCD 038 + HIR17 Programmer is available in a separately documentation on www.hytronik.com.
Remote control can be ordered, Hytronik artnr. HRC-11

ON/
OFF

(Factory settings 80%)
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Actor Pendant DP Sensor - Settings

(Factory settings 0s)

(Factory settings 500Lux)
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Actor Pendant DP Sensor - Settings


