
Voltage Frequency Layout of Cable dia.

V Hz entries mm

972401851US 515 101 EM PG16

972401852US 515 201 EM

972401853US 512 301 EM

972401951US 516 101 EM PG16

972401952US 516 201 EM

972401953US 516 301 EM

972401851BR 515 101 EM PG16

972401852BR 515 201 EM

972401853BR 512 301 EM

972401951BR 516 101 EM PG16

972401952BR 516 201 EM

972401953BR 516 301 EM

977229411US 515 101M

977229419US 515 201M

977229421US 516 101M 2xPG16

972401861US 515 101

972401863US 515 103

972401962US 516 201

72 294 59 516 301M RAL 7032

977229221I 515 101M 240 50 Brown 2xPG16 11 Australia

972401962FR 516 201 230 50 Brown 2xPG16 11 France/Belgium

USA/CANADA

Great Britain, 

England

World wide11

Other verisons:

240 50
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RAL-7035

240 50

2XPG16

2XPG16

2XPG16

2XPG16

Ord. No. Country

Brown

RAL 7032

Model series

60120

97240185X I / FR / DK / BE

97240195X I / FR / DK / BE

120 60

Berker

Legrand

Insert

USA/CANADA
NEMA, 5-15R (NEMA 

6-20R also possible)

NEMA, 5-15R (NEMA 

6-20R also possible)

Brittish, Berker 

Standard BS 1363

FOREIGN SOCKET-OUTLETS, 13–16 A, 120–250 V, IP 44 

2xPG16

PG16

PG16

 Color Entries



972401961DK 516 101 230 50 Brown 2xPG16 11 Denmark

972401861BR 515 101

972401961BR 516 101

972401963BR 516 101

977229411BR 516 101M

977229419BR 515 301M

977229429BR 516 301M

972401861BE 515 101 230 50 Brown PG16 11 Belgium

Other models also possible: diffrent insert, entries, color and boxes

- Netherlands, Euro-American Standard, Socket outlet with earthing pin, Italy, Switzerland typ 13 & typ 23

- Normal SCHUKO SOCKET Outlet also with child protection

Socket outlets can also be installed with other cable glands

RAL-7035 are marine suitable, acid-resitance screws. Color are more suitable to corrosion and UV than other colors.

Marine models has the letter M, please look at the model serie colum, eg 515 101M
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DK, Berker DK/SR 107-

2-D1

Berker Indigo

PG16

230 50

RAL 7032
2xPG16

Great Britain, 

England

Brittish, Berker 

Standard BS 1363

Brown


