Danfoss Industries, $.A. de C.V,

Carr. Miguel Alemin #162

Col. El Milagro, Apodaca N.L. CP 66600
Meéxico

Danfoss A/S

DK-6430 Mordborg
Danmark
CVRnr: 201657 15

Telefon: +45 7488 2222
Fax:+45 74490949

EC-DECLARATION OF CONFORMITY

Danfoss A/S

Declares under our sole responsibility that the product(s)
Pressure Types: DCR048, DCR096, DCR144 and DCR 192
Note: these semi-hermetic filter driers for refrigeration plants

Covered by this declaration is in conformity with the following directive(s), standard(s) or other
normative document(s), provided that the product is used in accordance with our instructions.

Pressure Equipment Directive 97/23/EC

Classified for Fluid group Il (Non-toxic and Non-flammable Refrigerants)
Maximum and Minimum DCR -40°C/+70°C (-40°F/+160°F)
Allowable Temperature

Type PS EN (bar/psig) Category Module

DCR048 Normal Pressure 46 bar (667 psig) | A
DCR096 Normal Pressure 46 bar (667 psig) I A
DCR144 Normal Pressure S5.bgr 0D paig)ts ! A
46 bar (667 psig)*b i A

DCR192 Normal Pressure 2Bibar (100 psights I A
40 bar (580 psig)*b | A

DCR048 High Pressure 46 bar (667 psig) I A
DCR096 High Pressure 46 har (667 psig) | A

*a For usage with strainer or as a recejver application.
*b For “drier” application using all-the permissible cores.
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Danfoss only vouches for the correctness of the English version of this declaration. In the event of the declaration being translated into any other
language, the translator concerned shall be liable for the correctness of the translation
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