
Suitable for energy-saving / compact design
Reduces maintenance costs 

Narrow V-Belt for DIN 7753/ISO4184

Standard Belt Sizes 

Cross-Sectional Dimensions

Product Code SPZ-1000

Belt Code (mm)Belt Type

∗ Belt code = belt effective length (mm)

SPZ (SPZX)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)

487
512
562
587
612
630
637
650
655
662
665
670
687
690
710
722
737
750
760
762
772
787
800
812
825
835
837
850
862
875
885
887
900
912
925
937
940
950
962
987
1000
1005
1010
1012
1024
1037
1047
1060
1077
1080
1087
1100
1110

732
735
742
757
760
782
800
807
832
850
857
860
882
885
900
907
932
950
957
967
982
1000
1007
1032
1057
1060
1082
1090
1107
1120
1132
1157
1180
1182
1200
1207
1210
1232
1235
1250
1257
1272
1282
1295
1300
1307
1320
1332
1357
1367
1382
1385
1400

1407
1410
1425
1432
1457
1482
1485
1500
1507
1532
1557
1582
1600
1607
1632
1657
1682
1700
1707
1732
1757
1782
1785
1800
1807
1832
1837
1857
1882
1900
1907
1932
1957
1982
2000
2032
2057
2082
2100
2120
2132
2157
2182
2200
2207
2232
2240
2260
2282
2300
2307
2330
2332

2360
2373
2382
2407
2410
2432
2482
2500
2532
2550
2568
2582
2600
2607
2632
2650
2682
2732
2773
2782
2800
2832
2847
2850
2882
2900
2932
2962
2982
3000
3032
3082
3132
3150
3182
3282
3350
3382
3482
3500
3550
3650
3750
3870
4000
4120
4250
4300
4500
4600
4750
4865
5000

1250
1260
1320
1340
1400
1410
1500
1510
1590
1600
1690
1700
1750
1800
1850
1900
1950
2000
2020
2030
2060
2120
2131
2137
2150
2180
2200
2240
2264
2280
2300
2310
2320
2330
2360
2390
2391
2410
2425
2430
2450
2473
2500
2518
2522
2530
2550
2575
2580
2600
2640
2650
2670

2680
2700
2720
2750
2800
2820
2840
2900
2990
3000
3070
3150
3170
3175
3200
3238
3250
3280
3328
3340
3350
3400
3412
3425
3450
3500
3550
3650
3675
3700
3750
3770
3800
3850
3870
3875
4000
4060
4100
4120
4250
4260
4296
4310
4318
4370
4500
4560
4600
4620
4720
4750
4820

4870
5000
5070
5300
5380
5500
5600
5680
5800
5990
6000
6300
6340
6700
6720

4380
4400
4420
4445
4450
4500
4530
4650
4720
4750
4850
4900
4970
5000
5030
5070
5200
5300
5330
5400
5500
5600
5700
6000
6200
6300
6480
6500
6700

1112
1120
1137
1140
1162
1180
1187
1200
1202
1212
1222
1237
1250
1262
1270
1282
1287
1300
1312
1320
1337
1340
1347
1362
1387
1400
1412
1420
1437
1462
1487
1500
1512
1520
1537
1560
1562
1587
1600
1612
1637
1662
1687
1700
1737
1762
1787
1800
1812
1837
1862
1887
1900

1937
1987
2000
2030
2037
2050
2060
2082
2087
2120
2137
2150
2160
2187
2200
2240
2262
2280
2287
2300
2337
2360
2387
2400
2410
2437
2450
2487
2500
2540
2580
2600
2637
2650
2670
2687
2690
2700
2712
2720
2737
2760
2800
2840
2900
3000
3050
3070
3150
3170
3200
3250
3350

3450
3550
3660
3750
4000
4500

SPA (SPAX)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)

SPB (SPBX)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)

SPC (SPCX)
Pitch Length 

LW (mm)
Pitch Length 

LW (mm)

2000
2120
2240
2280
2335
2360
2400
2413
2425
2500
2550
2580
2600
2650
2700
2720
2750
2770
2800
2840
2900
2950
3000
3050
3100
3150
3200
3220
3320
3350
3375
3420
3430
3450
3500
3520
3550
3600
3620
3670
3700
3750
3770
3800
3810
3970
4000
4050
4100
4200
4250
4300
4350

up to
10000

up to
12500

All dimentions are nominal values.
: Available sizes for raw edge cogged belt SPZX, SPAX, SPBX, SPCX

40°38° 40°38°

SPZ
SPZX

SPA
SPAX

SPB
SPBX

SPC
SPCX

9.7mm
12.7mm

16.3mm 22.0mm

8.0mm
10.0mm 13.0mm 18.0mm
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Frictional Forced Power 
Transmission Belt


