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Construction: SFS 2091:2011

Flame propagation: EN 60332-1-2

Low Voltage Directive: 2014/35/EU

RoHS Directive: 2011/65/EC

Low voltage - Energy



•	 Conductor: 
-plain copper, solid, class 1 
(cross-section 1,5 ÷ 2,5) 
-plain copper, stranded wire, class 2 
(cross-section 4 ÷ 25)

•	 Insulation: PVC
•	 Filler: thermoplastic
•	 Sheath: PVC
•	 Colour: white

Description

•	 Minimum installation temperature: -15°C
•	 Recommended minimum bending radius: 6 times 

the cable diameter
•	 Recommended maximum tensile stress: 50 N/mm² 

of the cross-section of the copper

Installation conditions

Suitable for energy supply in industry, workshops, 
residential building, and in agricultural applications. For 
fixed installations inside and outside. It must not be laid 
underground even if protected.

Use and installation method

Functional characteristics

•	 Rated voltage Uo/U: 300/500 V - 450/750 V
•	 Max. operating temperature: 70°C
•	 Min. operating temperature: -30°C 

(without mechanical shocks)
•	 Max. short circuit temperature: 160°C

Uo/U: 300/500V

Formation
Approx.

conductor
Ø

Average
insulation
thickness

Average
sheath

thickness

Approx.  
external  

Ø

Approx. 
cable 
weight

Max. 
electrical

resistance
at 20°C

n° x mm mm mm mm mm kg/km /km

2 x 1,5 1,4 0,7 1,2 8,0 108 12,1

2 x 2,5 1,8 0,8 1,2 9,2 150 7,41

3 x 1,5 1,4 0,7 1,2 8,5 127 12,1

3 x 2,5 1,8 0,8 1,2 9,7 175 7,41

4 x 1,5 1,4 0,7 1,2 9,2 150 12,1

4 x 2,5 1,8 0,8 1,2 10,6 215 7,41

5 x 1,5 1,4 0,7 1,2 10,0 175 12,1

5 x 2,5 1,8 0,8 1,2 11,5 255 7,41



Uo/U: 450/750V

Formation
Approx.

conductor
Ø

Average
insulation
thickness

Average
sheath

thickness

Approx.  
external  

Ø

Approx. 
cable 
weight

Max. 
electrical

resistance
at 20°C

n° x mm mm mm mm mm kg/km /km

2 x 6 3,1 0,8 1,5 12,4 285 3,08

2 x 10 3,9 1,0 1,5 14,8 430 1,83

2 x 16 5,0 1,0 1,6 16,8 600 1,15

2 x 25 6,2 1,2 1,6 19,8 890 0,727

3 x 6 3,1 0,8 1,5 13,1 360 3,08

3 x 10 3,9 1,0 1,5 15,7 530 1,83

3 x 16 5,0 1,0 1,6 17,6 745 1,15

3 x 25 6,2 1,2 1,7 21,3 1130 0,727

4 x 6 3,1 0,8 1,5 14,4 440 3,08

4 x 10 3,9 1,0 1,6 17,5 660 1,83

4 x 16 5,0 1,0 1,7 19,6 940 1,15

4 x 25 6,2 1,2 1,7 23,5 1430 0,727

5 x 6 3,1 0,8 1,5 15,7 520 3,08

5 x 10 3,9 1,0 1,7 19,3 820 1,83

5 x 16 5,0 1,0 1,7 21,5 1150 1,15

5 x 25 6,2 1,2 1,8 26,0 1755 0,727

3 x 4 * 2,5 0,8 1,5 12,0 270 4,61

4 x 4 * 2,5 0,8 1,5 13,0 330 4,61

5 x 4 * 2,5 0,8 1,5 14,2 380 4,61

* not included in SFS 2091:2011


